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INTRODUCTION

This ExTAG Draft Decision Sheet was prepared UL LLC with involvement by
IEC/TC 31 MT 60079-18. This document is issued for a 4 week comment period.

Please submit comments using the attached comments table by -

2014 02 28 to

Christine Kane
If no comments are received the document will proceed for publication.

On behalf of Mr. Gauthier

Julien Gauthier
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	Question: Regarding the application of faults as part of “ma” or “mb” evaluations, what are suitable faults that can be applied?

Answer: When determining faults as part of “ma” and “mb” evaluations, there are three areas of consideration…

1. Non-isolating components (7.2.2)

2. Isolating components (7.2.3)

3. Separation distances (7.2.4)

When considering faults involving these areas, there are five key “terms”…

1. Countable faults (3.12)

2. Non-countable faults (3.14)

3. Infallible separation or insulation (3.13)

4. Infallible components (7.2.2)

5. Infallible segregation (7.2.3)

Based on the above, when determining whether separation distances are to be subjected to faults, the following consideration applies according to 7.2.4…

1. Countable faults: Separation distances can be faulted - - only one location for “mb”, or two locations “ma” - - if the distances are between a) the minimum distances given for level of protection “mc” in Table 1 and b) the minimum distances given for level of protection “ma” and “mb” in Table 1.

2. Non-countable faults: Separation distances can be faulted - - any number of locations for either “mb” or “ma” - - if the distances are less than the minimum distances given for level of protection “mc” in Table 1.

3. Infallible separation distances: Separation distances cannot be faulted - - neither for “mb” or “ma” - - if the distances comply with the minimum distances given for level of protection “ma” and “mb” in Table 1.

Further, based on the above, when determining whether non-isolating components are to be subjected to faults, the following consideration applies according to 7.2.2...

1. Countable faults: There are no countable component faults.

2. Non-countable faults: Any component can be faulted - - any number of components for either “mb” or “ma” - - if the components do not comply with 7.2.2.

3. Infallible components: Components cannot be faulted - - neither for “mb” or “ma” - - if the components comply with 7.2.2.

And finally, based on the above, when determining whether the segregation provided by isolating components is to be subjected to faults, the following consideration applies according to 7.2.3...

1. Countable faults: There are no countable segregation faults.

2. Non-countable faults: Any segregation provided by isolating components can be faulted - - any number of segregations for either “mb” or “ma” - - if the segregation does not comply with 7.2.3.

3. Infallible components: Segregation provided by isolating components cannot be faulted - - neither for “mb” or “ma” - - if the segregation complies with 7.2.3.
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